CLAIMS 



1. A pistol magazine cartridge follower grip, to facilitate the loading of cartridges into the open 
end of a pistol magazine against a magazine spring urged cartridge follower, said grip comprising 
a solid block, equipped with a wire attaching means, to which is attached a strong narrow gauge 
wire loop, said wire loop to detachably engage an outward extending knob on said cartridge 
follower, in order to facilitate pulling down said cartridge follower against the upward urging of 
said cartridge magazine spring, said block further provided with an indented notch, said block, 
notch and wire loop so configured and dimensioned that when said wire loop is engaging and 
pulling down said follower knob, said block notch can be attached to the base of said pistol 
magazine so that the tension in said wire loop, transmitted fi-om said spring through said cartridge 
follower, holds said cartridge follower grip fixed to said pistol magazine during said loading, 
operation. 

2. The pistol magazine cartridge follower grip of claim 1, for attachment to a pistol magazine 
having a base with an outwardly protruding edge, wherein said follower grip block resembles a 
three dimensional block "L" haying two upward directed arms of unequal length, with said wire 
loop attached to said block at the top end of said longer arm of said block "L", and wherein said 
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indented block notch is a narrow shallow slot forming a space between said arms of said block 
"L", smd slot dimensioned to fit snugly over said outwardly protruding base edge, on the side of 
said magazine opposite to the side where said wire loop engages said follower knob, to firmly 
attach said follower grip block to said magazine, in order to hold down said cartridge follower, 
via said wire loop attached to said follower knob, when said cartridge follower has been pulled 
down against the upward urging of said magazine spring. 

3. The pistol cartridge magazine follower grip of claim 1, for attachment to a cartridge magazine 
having a base which has no outward protruding side edge, wherein said follower grip block 
resembles a three dimensional block "U", with said wire loop attached to said block at the top of 
one of said arms of said "LP', and wherein said indented notch is the indentation between the two 
upward directed arms of said block "U" and forms a shallow rectangular depression with vertical 
walls, dimensioned to fit snugly under and transversely across said magazine base, in order to hold 
said cartridge follower grip block firmly against said base of said magazine, when said follower 
grip is pulling down said cartridge follower, via said wire loop attached to said follower knob, 
against the upward urging of said magazine spring. 
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